
 
 

Accessories and Consumables 

MicroFID  

 

 

MicroFID Accessories 
   

MX396800 

MicroFID Field Kit Includes 
Carrying Case (MX396007), 
Calibration Kit (MX396011), and 
Computer Cable (MX396051). 
NOTE:  Field Kit does not include 
Calibration Gas 

 

   

MX396018 
Extension Probe, Telescoping, 
6 feet (1.8m) Telescoping and 
locking probe extends reach. 

 

   

MX396011 

Calibration Kit for MicroFID 
Includes gas pressure regulator 
(C-10 fitting) with contents gauge 
(MX396009), 3L gas sampling 
bag (MX396017), and adapters 
and fittings for 
Regulator/MicroFID Inlet 
(MX396010) 

 



 
 

 

 

   

MX396007 

Carrying Case for MicroFID 
and Accessories High impact 
plastic carrying case with custom 
cut foam insert for transportation 
of MicroFID and accessories. 
MicroFID and accessories not 
included. 

 

   

MX395002 
Carrying Strap, with Shoulder 
Pad for MicroFID 
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MX396051 

Computer Cable for MicroFID 
RS232 Serial Interface Cable for 
MicroFID. Terminates in DB-25 
male connector. Includes 25 pin 
gender changer and adapters for 
termination as DB-25 female or 
DB-9 female. 

 

   

MX400667 
Universal Battery Charger for 
MicroFID, 100-240 VAC, 47-63 
Hz (Replaces MX396014) 

 



 
 

 

 

MX396001 
Sample Probe, Teflon, 8 inch 
(20cm) 

 

   

MX396004 

Fuel Refill Adapter Connects 
Hydrogen supply to MicroFID 
inlet quick-connect, CGA 350 
fitting 

 

   

MX396010 

Gas Bag Adapter Tubing and 
Fittings for Regulator/MicroFID 
Inlet Adapts 3/16 in. Gas Bag 
stem to 1/4 in. Swagelok 
compression fitting. Reusable, 9 
in. (22.8cm) long.  

   

MX396009 
Gas Pressure Regulator, with 
contents gauge, C-10 fitting 

 



 
 

 

 

   

MX396003 MicroFID User Manual 

 

   

MX396012 

Multi-Tool for MicroFID For 
removal of MicroFID Exhaust Frit 
Cap and Battery Pack 
assemblies 

 

   



 
 

 

 

MicroFID Consumables 

   

MX396005 
Battery Pack for MicroFID, 
replacement or spare 

 

   

MX396015 
Fluoropore Water/Particulate 
Filter for MicroFID 
Replacement, package of 25 

 

   

MX396028 

Calibration Gas, 500 PPM 
Methane, 105L 500 PPM 
Methane in Air, +/- 2%, uses C-
10 fitting 

 



 
 

 

 

   

MX754112 
Hydrogen Fuel, Ultra High 
Purity, 552L Uses CGA350 
fitting 

 

   

MX754114 

Calibration Gas, 500 PPM 
Methanol, 34L For biodiesel 
plant LDAR monitoring. 500 PPM 
Methanol in Air +/- 2%, uses C-
10 fitting 

 

   

MX396016 
MicroFID Exhaust Frit and 
Cap, replacement 
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